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No. Size Material Weight ANSI A156.16

556WS Face plate: 1" x 63/4" x 1/8" 
Mortise Body 1" x 51/4" x 13/8" 
Rod 12" x 1/2"D  
Strike: 15/16" x 21/4" 
Guide: 1" x 2"

Brass 
Brass 
Stainless Steel 
Stainless Steel 
Stainless Steel

2.5 lbs./2 L04251

No. Size Weight ANSI A156.16

557 Face plate: 1" x 63/4"  
Strike: 15/16" x 21/4"

1.7 lbs./2 L04261

Lever Extension Flush Bolt 
No. 556WS Windstorm
The Rockwood 556WS Flush Bolt is part of a UL certified assembly from  

ASSA ABLOY. Listed for use on both in-swing or out-swing paired applications, 

the full assembly includes doors from Ceco Door, Curries or Fleming and 

latching hardware from Corbin Ruswin, SARGENT or Yale.

Material: Brass and Stainless Steel

Finishes: 26D or 32D.

Fastener: 8 ea. #8 - 32  x  1/4" FH MS in Stainless Steel

Features: • �3/4" bolt throw, 3/4" rod backset
• �12" Stainless Steel rod length (center of face to bolt end - retracted).
• � UL Certified
• �Tested to ASTM E330, E1886, E1996 and the TAS 201, 202, and 203. Assembly 

approved for use in the state of Florida including the High Velocity Hurricane 
Zone (HVHZ)

Lever Extension Flush Bolt 
No. 557
Material: Cast brass

Finishes: Available in standard architectural finishes (see page 9)

Fastener: 7 ea. #8 x 3/4" FH combo screws 
4 ea. #8 - 32 x 1/2" FH MS 
4 ea. #8 counter sunk washer

Features: • �For Fire Rated Plastic & Wood Covered Doors measuring up to  
4'w x 10'h rated up to and including 11/2 Hours

• �3/4" bolt throw, 3/4" backset; door strength maintained by corner  
reinforcing plate

Options: Use No. 570 Dust Proof Strike (shown on page E4) to  
prevent dirt blocking bottom strike




